INTRODUCTION
Despite the controversy over the role of vertebroplasty, many patients with painful osteoporotic compression fractures have been treated with the placement of bone cement into the fractured vertebral bodies 10, 12) . It is well known that vertebroplasty is quite helpful; not only to reduce pain intensity, but also to stabilize the unstable parts of fractured vertebral columns 2, 4) . For patients with vertebral fractures, conservative management sometimes fails to prevent the progress of kyphotic deformity, yet surgical treatment using metal implants cannot be performed in patients with osteoporotic spines, due to poor bone quality and the presence of co-morbidity. In this situation, ver-
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venting adjacent vertebral fractures in relation to the volume and stiffness of the bone cement. In this study, we tried to find the optimal stiffness and volume of bone cement and their biomechanical effect on adjacent vertebrae, using multilevel vertebral unit modeling to determine a better strategy in vertebroplasty.
MATERIALS AND METHODS
A 3-D linear finite element model was generated to study the biomechanics of three-level spine segments (T11-L1) with bone cement augmentation in the T12 vertebral body. To model a 3-D geometry of the spine, computed tomographic scans of a normal thoracolumbar spinal segment with 1 mm-thick slices in the Digital Imaging and Communications in Medicine file format and a 3D surface model in the STL file format were provided from KISTI (Korea Science and Technology Information, Seoul, Korea). Then, a customized volume mesh was generated by a homemade mesh generation program using MATLAB (Mathworks, MA, USA) (Fig. 1) . The finite element model of each spine consists of three vertebral bodies (T11, T12, L1), four cartilage endplates, and posterior elements including the spinous and transverse processes and laminae. Intervertebral discs were inserted between the vertebral bodies. The vertebral bodies were made of outer cortical bone (1 mm thick) and inner trabecular bone, and the superior and inferior surfaces were covered by endplates (1 mm thick). The intervertebral discs were made of inner nucleus pulposus and outer annulus fibrosus. The nucleus pulposus was set to occupy 50% of the total surface area of the disc and its height was 1 cm. The annulus fibrosus was constructed with 10 folds of fiber layers in a concentric circumferential fashion in the outer margin of the intervertebral discs 1) . All materials were modeled as linear-elastic solids with their properties assigned as listed in Table 1 . Elastic moduli of cortical shell, cancellous bone and endplates were reduced from those of normal bone to represent an osteoporotic bone condition 16) . Decreasing these moduli resulted in a reduction of the overall compression stiffness that made the spinal bodies more susceptible to vertebral compression fractures. A barrel-like bone cement was given the material properties of polymethyl methacrylate (PMMA) (Young's modulus : 3000 MPa, Poisson's ratio : 0.41), which is the most common medium used in clinical procedures. To investigate the effect of the stiffness of the bone cement, Young's modulus of the bone cement was varied from 500 to 3000 MPa. In a clinical setting, Young' s modulus of bone cement can be varied by introducing pores into the cement or by copolymerizing PMMA beads with ethyl-, propyl-, or butyl-methacrylate. The volume of bone cement was varied with respect to the volume of the canfractures in levels adjacent to the augmented body is not complete, the bone cement and its effect on the non-augmented vertebra are agreed to be the determinants of adjacent vertebral fractures. To determine the effect of bone cement on the treated and non-augmented vertebrae, simulation studies using finite element modeling are regarded as useful methods to delineate the pathophysiology of adjacent vertebral fractures 5, 6, 8, 16) . Instead of using human specimen, finite element modeling has the advantages of radical avoidance of individual variability and easy acquisition of various parameters such as intradiscal pressure, bone strain, and facet joint contact pressure. Finite element modeling has become a valid tool for analyzing spinal biomechanics with low cost and reduced time. Berlemann et al. 8) hypothesized that the increased stiffness of the treated vertebral alters the load transfer to the adjacent non-augmented level, leading to weakening of the spinal unit. Baroud et al. 5, 6) and Polikeit et al. 16) demonstrated that augmented vertebra reduced the normal cushioning function of endplates, consequently the pressures in the discs and endplates of non-treated vertebra increased. The increased stress is likely to place the non-augmented vertebra at risk of fracture. However, there is a paucity of biomechanical studies that provide information regarding pre- the augmented body (T12) underwent a dramatic change with increase in bone cement volume. With the change of 10% to 90% bone cement volume, the stress increase was 0.038 MPa in the cancellous bone of the augmented T12. The stress level varied in the endplates with changes in bone cement filling volume. With respect to the T12 vertebrae, the magnitude of stress increase was much greater with those endplates located above the augmented body than those below. With the change of 10% to 90% bone cement volume, the T11 inferior endplate and the T12 superior endplate experienced stress increases of 0.34 MPa and 0.39 MPa, respectively. In contrast, the T12 inferior endplate and the L1 superior endplate experienced only 0.037 MPa and 0.083 MPa stress increases.
Along with the increase in the magnitude of stress and strain with bone cement volume increase, the overall stress and strain distributions in the structures were greatly altered upon bone cement augmentation, subjecting larger areas to higher stresses and strains with the bone cement volume increase. As the bone cement volume increased, the change in stress distribution and magnitude were apparent in the vertebrae directly above the augmented body. In contrast, the vertebra below the augmented level did not show marked changes even with 90% filling volume of bone cement (Fig. 3) .
As the stiffness of bone cement was increased from 500 MPa to 3000 MPa, the structures in the augmented body showed a greater change in strain level compared to the adjacent non-augmented vertebrae. Fig. 4 shows the percentile change in maximal principal strain in the structures of each vertebra, when the elastic modulus of the bone cement was increased from 500 MPa to 3000 MPa. The changes in nucleus pulposus and annulus fibrosus were not marked.
DISCUSSION
Our study showed that the volume of bone cement is the critical factor with regards to the restoration of biomechanical stiffcellous bone of the T12 segment from 10% to 90% filling volume.
The fixed boundary condition restrained the bottom plate of the L1 segment in a translational axis but rotational motion was allowed in order to make the model more realistic. Compressive loading with a magnitude of 1000 N was applied to the front face of the top surface of the T11 cortical shell. Both the magnitude and the distribution of local stresses and strains in each material were computed using ABAQUS (SIMULIA, RI, USA) finite element analysis software. The developed finite model was validated by comparing its stiffness to that reported previously.
RESULTS
Compressive stiffness was calculated by dividing the axial compressive load of 1000 N by the maximum vertical displacement measured at a point on the top of the T11 segment. The stiffness of the vertebral bodies increased monotonically with bone cement volume. When bone cement filling volume reached 30% of the volume of a vertebral body, its stiffness was restored to that of normal bone, and bone cement filling volume of higher than 30% of the volume of a vertebral body resulted in stiffness in excesses of that of normal bone (Fig. 2) .
When bone cement volume was varied, the local stress in the bony structures (cortical shell, trabecular bone and endplate) of each vertebra changed. In general, the stress level monotonically increased with bone cement volume in all structures. Under the given compressive loading, the cortical shell of the T11 vertebral segment was subject to the greatest stress. Also, it experienced the greatest stress increase with increasing bone cement volume compared to cortical shells in other vertebrae. When bone cement volume increased from 10% to 90%, stress in the cortical shell of T11 increased by 0.34 MPa, while the cortical shells of T12 and L1 experienced stress increases of 0.24 MPa and 0.082 MPa, respectively. The stress level change in the cortical shell of L1 was negligible over the course of the change of bone cement volume from 10% to 90%, whereas both cortical shells of T11 and T12 underwent relatively constant stress increases up to 60% bone cement volume and significantly rapidly rapid increase beyond that.
Relatively equivalent results of changes in stress level were shown in the trabecular bone of each vertebra with changes in bone cement volume. When the bone cement volume was changed from 10% to 90%, the magnitude of stress increase was 0.012 MPa for the cancellous bone of T11 and only 0.0043 MPa for the cancellous bone of L1. Different from what was seen with stress change in the cortical shell, stress in the cancellous bone of Bone ciment filling volume and, as a result, less deformation of the vertebral body, higher than 50% bone cement volume is not currently being suggested in practical procedures, since higher bone cement volumes are accompanied with higher risks of leakage problems. Our study demonstrated that stresses in all bony structures in adjacent vertebral bodies of the augmented spine segment increased with bone cement volume. In particular, stresses in the cranial vertebral body positioned above the augmented segment showed a much greater increase than those in the vertebral body beneath. Consequently, the level directly above the augmented vertebral body is much more susceptible to subseness of osteoporotic vertebral bodies. While Liebschner et al. 13) finite element analysis results showed that 15% bone cement volume was necessary to restore the stiffness of a fractured vertebral body, there is a general consensus on biomechanics of augmented vertebral bodies that approximately 30% or lower bone cement is required to restore the mechanical stiffness of a fractured vertebrae with osteoporotic conditions 7) . Our results also demonstrated that the initial stiffness of the vertebral body was restored when the T12 segment was augmented with approximately 30% bone cement volume.
Even though higher cement volumes led to higher stiffness larger range of patients with patient-specific data, so that an appropriate protocol for vertebroplasty can be made for individual patients. Due to morphological variations present in the geometrical model of the studied segments, it was very hard to assign the center of rotation at which axial compression can be applied regardless of any non-reproducible movements acting on the vertebrae. The influence of disc degeneration on the alternation of load transfer should not be overlooked and should be included in a complete study. In addition, the results of this study do not provide absolute answers to vertebroplasty but it should be noted that the optimization of bone cement volume is patient specific; the volume of bone cement should be based on the size, body mineral density and stiffness of the vertebra of individual patients.
CONCLUSION
The modeling results suggest that bone cement volume can have significant effect on the occurrences of subsequent vertebral fractures after vertebroplasty. The compressive stiffness of osteoporotic vertebra can be restored to normal range with only 30% bone cement volume. Stiffness increases further with higher bone cement volume than 30% but may result in the subsequent fractures of adjacent vertebral bodies, most likely in cranial direction. Low-modulus bone cement does have effect on reducing the strains in the augmented body but only with relatively high volumes of bone cement (>50%). Furthermore, varying stiffness of bone cement has a negligible effect on stress distribution of vertebral bodies. quent fracture than the level below, agreeing with previous clinical findings 9, 18) . It is hypothesized that bone cement volume is responsible for the stiffness of the augmented body but in return, it compromises adverse kinematic effects of the surrounding motion segments, mostly to the vertebrae directly above.
For low to moderate filling volumes (10-60%), initial fracture is likely to occur at endplates, especially the ones positioned above the augmented vertebrae, since they are under higher stresses and strains than those located beneath the augmented body. Our findings, in terms of distorted cushioning effect by vertebroplasty, agreed with the results of Baroud et al. 5, 6) . They reported that axial cushioning can be achieved by the combined action of outward bowing of annulus fibrosis as well as inward bowing of the vertebral endplates in normal vertebrae, but rigid cement augmentation underneath the endplates acts as an upright pillar which can diminish the inward bulge of the endplates of the augmented vertebra 5, 6) . Similar results were shown in this study that upon bone cement augmentation, the vertebral bodies experienced increased stiffness that prevented the disc from bulging in the direction of the augmented vertebral body but instead caused asymmetrical endplate deflection. The lower endplate experienced relatively lower stress increase, because some of the load was supported by the annulus fibrosus and nucleus pulposus that were positioned between each body. Consequently, higher local strains in the adjacent non-augmented vertebral bodies after bone cement injection signify a higher incidence of endplate or cortical shell fractures of the non-augmented vertebral bodies. Since endplates have much lower failure strength than cortical shells, the initial fracture is likely to occur in an endplate, followed by a cortical fracture.
When bone cement volume is high (>70%), the stress level in cancellous bone of the augmented segment greatly increases, burgeoning the risk of re-fracture. Strains, especially in structures in the augmented body, are decreased with low-modulus bone cement 9) . Higher strains in the augmented body can provoke the fracture of adjacent vertebral bodies, therefore, the use of low modulus bone cement is considered to be beneficial as it reduces the risk of fracture 9) . However, with a bone cement volume of less than 30%, a negligible change in the maximum principal strain was observed. This implies that effect of changes in bone cement stiffness are only present when bone cement volume is relatively high (>70%). Furthermore, no significant difference in stress distribution was observed in the augmented and non-augmented vertebrae with different Young's modulus of the bone cement.
Our study has several limitations in interpreting the results for clinical applications. Our finite model was based on the vertebral bodies of a single person and does not cover the whole range of patients treated with vertebroplasty. Furthermore, this model did not consider disruption of mechanical integrity due to fracture. Also, the material properties of each material comprising the spine can greatly vary with age and sex. In future studies, more quantitative data should be collected to cover a
